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Parachute for Windows XP -- Introduction

Welcome to Parachute for Windows XP Professional and Windows XP Home Edition. This
manual will show you how to configure Windows XP for Parachute remote access, and logon to
the NIEHS Network, through the NIH network, from off-campus using a high-speed modem and
a standard telephone line.

What Is Parachute?

Parachute is just a name used by NIH to describe, in one word, all of the various operating
systems’ names for the NIH dial-up or remote access networking components. Parachute is only
relevant to analog communication (standard telephone line), and not to digital communication
(DSL, cable, wireless, satellite, etc.).

Parachute only gives you a physical connection to the Internet, a network address inside the NIH
network, and nothing else. Once you are connected (dialed and logged in) to Parachute, its job is
done. It is up to some other piece of software to give you the services you require: a web
browser like Internet Explorer, to browse Internet web sites, and an email program like Outlook
to get your email. See: http://www.niehs.nih.gov/guide/remote/home.htm for more information
on remote computing.

Many users have questions or problems that are not caused by Parachute but are about some
other function they desire to do while dialed into Parachute. It is important to note this
distinction as it may save you a lot of time and frustration. Near the end of this document, we
will show you how to tell if you are logged into Parachute successfully.

What Do You Get From Parachute?

Before you dial into Parachute, you are probably wondering what you are going to be able to do
with it. You are probably going to compare what you can do from the office versus what you can
do over Parachute. Remember, Parachute only gives you a physical connection to the Internet
and a NIH network address, but with that connection you can do a lot of different things. To put
it simply, you can do almost everything your office computer can, only slower (provided you
have the software installed on your Parachute computer). Here are some of them:

o Use a web browser like Internet Explorer to browse World Wide Web sites.
o Use a web browser to access Outlook Web Access at https://owa.nih.gov email.

Using Cisco VPN or Citrix nFuse you can also:
o Use a web browser to access intranet web pages and resources normally only accessible
from inside the NIEHS network (on site).
o Map network drives to file sharing locations within the NIEHS network.
o Use Microsoft Outlook to access your email and calendars.

The clients and instructions for Cisco VPN and Citrix nFuse can be found at:

http://www.niehs.nih.gov/guide/remote/options.htm




Getting Technical Support

If you need help configuring your Parachute connection, contact your local Computer Support
Person (CSP) http://www.niehs.nih.gov/guide/desktop/staff.htm for assistance.

These instructions have been modified for the NIEHS user. For additional help, you can visit the
NIH Remote Access web site at: http://remoteaccess.nih.gov/ and click on the Parachute link.

What You Need — The Worksheet

o 'A Parachute account: & password:

o *Your Parachute computer’s local Administrator password:

o “Your network username: & password:

o “Your Network Domain: _ NIH

o “A list of any network drives you will need remote access to.
(drive letter, server name and shared folder name)

Examples:

Name Letter | Server\Folder

User’s data on file | U: \\data\jones99\

server

NIEHS Public M: \\catoe\public

share

Branch specific P: \\catoe\dert GMB

file shares

K: \\catoe\project OM

R: \\dert ICfund

O: \\catoe\dert public
Worksheet:
Name Letter | Server\Folder

o A high speed analog modem (V.90 preferred).
Notes:
1. Contact Patricia Harris ( harrisp@niehs.nih.gov ) to apply for a Parachute account. The

NIH Center for Information Technology’s Accounts Group or Patricia Harris will contact
you with your user account and password.

2. If you are using a personally owned computer, you may need to know the local
Administrator password of your computer. If you don’t know this password, check your
computer’s documentation. Many home computers have no password set for the
Administrator account. If this is the case, we highly recommend that you create one, for



security reasons. If you will be using an NIEHS owned computer, you will need to ask
your Computer Support Person (CSP) to set up Parachute access on the machine for you.

3. For those who also use a Windows computer at work, this is the username and password
you use to login in at your office computer. The Domain is another field just below the
Password field.

Log On to Windows

User name: |
Password;

Log on ko: NIH w

[ (04 ][ Cancel ] Options ==

4. For users of other operating systems such as Macintosh or Unix, you may have to contact
your Computer Support Person (CSP) and ask them for assistance.

5. If you will need to access resources on a NIEHS network share, you will need to record
the details of your mapped network drives. To obtain a list of your mapped network
drives, on your office computer. Non-Windows users may have to get this info from
their Computer Support Person (CSP).

a. Find the Network Neighborhood icon on the Desktop and right click on it and
select Map Network Drive from the popup menu:

<

Open
Explore
Eind Computer..

Map Metwark Drive...

Disconnect Metwork Drive...

Create Shortout
Rename

Froperties

b. From the Map Network Drive window below, click on the popup menu next to
the heading labeled: “Drive:” and scroll down the list until you see the drive
letters with \\server\folder entries next to them. Write this information on the
worksheet for each drive letter to which you wish to connect.



Map Metwork Drive

=T <]
Ealh =N
Lonnect A D Nserernametfoldername Help

Nserernameifoldername

Shared Directomss p=1 =pand by Default

5 Microsoft Windows Metwark

= YOURWIRKGROUP
"B UNIQUENAMEHERE

6. The modem should have already been installed.

Creating the Parachute Connection

If you do not already have a modem installed, please refer to the section below entitled
“Installing a Modem” to install one and then return to the steps below to continue configuring

the Parachute connection.

1. Click on the Start button (Figure 1) to display the Windows XP Start Menu.

TSt

Figure 1. The Windows XP Start button.




2. From the Start Menu (Figure 2), click on the Control Panel icon.
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Internet Explorer
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Figure 2. The Windows XP Start Menu.




3. From the Control Panel window (Figure 3), click on the Network and Internet
Connections icon

File Edit ‘Wiew Favorites  Tools  Help H

eBack - e - E% ‘pSearch @;Folders v
Address |3 Control Panel ™ 2

ﬂ Control Panel ; P i [ o= k dcC atego ry
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See Also

Printers and Other Hardware

‘ Windows pdate
@J Help and Support Network and Internet Connections User Accounts

5 vkt e (s _| Dat!:. Time, Language, and Regional
F DOptions

" f

. ), Sounds, Speech, and Audio Devices Accessibility Options

Performance and Maintenance

Figure 3. The Windows XP Control Panel.

4. From the Network and Internet Connections window (Figure 4), click on the Create a
connection to the network at your workplace link.

Metwork and Internet Connections
See Also

Q My Metwork Places
&) Prters and Other Pick a task...
g Femote Deskiop

.'I Phoneland Madem Gptians |E| Set up or change your Internet connection

|$| Create a connection to the network at your workplace

Troubleshooters @

Zonnect ko a private network so wou can work from home, a
@ Metwaorking 0 r field office, or another location, ) n

@ Inkernet Explarer E

@ Metwork Diagnostics = e
Internet Options % MNetwork Connections

Figure 4. The Network and Internet Connections window.



5. From the New Connection Wizard’s Connection Method Selection window (Figure 5),
select the Dial-up connection option and then click on the Next button.

New Connection Wizard

Network Connection
How do you want to connect to the network at your woneplace ?

Create the following connection:

(%) Dial-up connection:

Connect using a modem and a regular phone line or an Integrated Services Digital
Metwork {(ISDM) phone line.

C' Virtual Private Network connection

Connect to the netwank using a virtual private networc (WP N) connection over the
Intemet.

[ < Back ” Mext = l[ Cancel ]

Figure 5. New Connection Wizard — Connection Method Selection window.

6. From the New Connection Wizard’s Connection Name window (Figure 6), type in
Parachute 800 (this example creates a connection for the Parachute toll free 800
number) and click on the Next button.

New Connection Wizard

Connection Name
Specify a name for this connection to your workplace.

Type a name far this connection in the following box.

Company Mame

Parachute 200

For example., you could type the name of your woncplace or the name of a server you
will connect to.

[ < Back ” Mext = l[ Cancel ]

Figure 6. New Connection Wizard — Connection Name window.



7. From the New Connection Wizard’s Phone Number to Dial window (Figure 7), type in
one of the toll free Parachute phone numbers: 1-800-827-0124 or 1-(866) 753-3457.

New Connection Wizard

Phene Mumber to Dial
What iz the phone number you will use to make this connection?

Type the phone number below.

Phaone number:

1-800-827-0124)

You might need to include a "1" orthe area code, or both. f you are not sure
you need the extra numbers, dial the phone number on your telephone. f you
hear a modem sound, the number dialed is comect.

[ < Back ” Meat = l[ Cancel ]

Figure 7. New Connection Wizard — Phone Number to Dial window.

8. From the New Connection Wizard’s Completion window (Figure 8), decide whether or
not you want the New Connection Wizard to create a shortcut to this connection on your
Windows XP Desktop (if so, check mark the option) and click on the Finish button. You
can now close the Network and Internet Connections window (Figure 4 above).

New Connection Wizard

Completing the New Connection
Wizard

You have successfully completed the steps needed to
create the following connection:

Parachute 800
* Share with all users of this computer

The connection will be saved in the Metwork
Connections folder.

[+]iAdd a shortcut to this connection to my desktop:

To create the connection and cloge this wizard, click Finish.

[ < Back ” Finish l[ Cancel ]

Figure 8. New Connection Wizard — Completion window.



Configuring the Parachute Connection

1. Click on the Start button (Figure 1) and highlight the Connect To command. This will
display a popup menu (Figure 9). Now, right-click on the Parachute 800 icon and you
will see a popup menu from which you will click on Properties.

=
KriSIEWIN]

/&% Internet ___;} My Documents
Internet Explorer

E-mail 2) My Recent Documents #
Microsoft Gutlook.

—f} My Pictures
\g M3M Explorer -5, My Music

® Windows Media Flayer Q! My Computer
I
@ Windows Movie Maker @ “ontral Panel

- g Connect To 3 Parachute 800
: : C t
'.@ Tour Windows XP onnec

Lﬁ Printers and Faxes

Set as Default Connection

y | Files and Settings TransfFer

‘izard :
9‘) Help and Support Create Copy
I') Seatch Create Shorkout
Deleke
T Run... Rename
Properties
All Programs D P@Ak Del Solution Center Sort by Mame

LE] Log OFf E Shut Dawn
s PLt

Figure 9. Selecting the Properties command for the Parachute 800 connection.




2. You will now see the Properties window for the Parachute 800 connection (Figure 10)
with the General tab selected. Configure the General tab settings as shown in Figure 10.
Then, click on the Configure button on the right side of the window.

L Parachute 800 Properties

General | Dptions | Securty | Metworking | Advanced

Connect uzsing:
@ todem - #ircom Cardbuz Ethernet 100 + Modem 56 [Modem Ir

Phone number

Area code: Phone nurmber:
a00 w327 24 Alternates

Country/region code:

[drited States [1] W

Lz dialing nules Dialing Bules

[15how icon in notification area when connected

[ OF. H Cancel ]

Figure 10. Parachute 800 — General tab.

3. From the Modem Configuration window (Figure 11), configure as shown and click on the
OK button to return to Figure 10 above and then click on the Dialing Rules button.

Modem Configuration
@ #ircom Cardbus Ethernet 100 + Maodem 56 (Modem Interface] (C
L

 axinium epeed (bps]: 115200 w
Madem protacal
Hardware features
Enable hardware flow contral

Enable modem emar contral

Enable modem compression

[ ] Show termminal window

Enable modem speaker

[ 0K ][ Cancel ]

Figure 11. Parachute 800 — Modem Configuration window.



4. From the Dialing Rules window (Figure 12), highlight the existing location rule and click
on the Edit button. If there are no rules listed, click on the New button.

-

Fhone and Modem Options

Dialing Rulez

,’E The list below displays the locations you have specified. Select the
! location from which you are dialing.

Locations:
Location Area Code
=) Remote 919

New.. || Edi.

Phione number will be dialed as:

18008270124

[ 1] H Cancel ]

Figure 12. Dialing Rules window.



5. Configure the General tab as shown in Figure 13, making sure to enter in your own area
code instead of 919, if necessary, and click on the Area Code Rules tab.

Edit Location

Gereral | frea Code Rules | Calling Card

@ Location name; | Riemate

Specify the lacation from which you will be dialing.

Countr/regian: Area code;
rited States | 919
Dialing rules

“When dialing from thiz location, uze the following rules:

To access an outzide line for local calls, dial;
To accesz an outzide line for long-distance calls, dial:
Uze thiz camier code to make long-distance calls;

Llze thiz carier code to make jnternational calls:
[ ] Ta dizable call waiting, dial:

Crial wzing: *) Tone ) Pulze

Phane number will be dialed as:
1800 827-0124

[ Ok H Cancel ]

Figure 13. Dialing Rules — General tab.



6. From the Area Code Rules window (Figure 14), highlight the 800 Area Code rule and
click on the Edit button. If there are no rules listed, click on the New button.

Edit Location

| General | Area Code Rules | Calling Cardl

An area code rule determines how phone numbers are dialed from your
cumert area code to other area codes and within your area code.

Area code rules:

Area Code | Prefiees Fule
800 All Dial 1 plus area code

Description

Dial 1" plus the area code before the number for all calls within the 800
area code.

oK || cancel || eply |

Figure 14. Dialing Rules — Area Code Rules tab.



7. Configure the Area Code Rule as shown in Figure 15 below and click on the OK button
to return to Figure 14 above.

f ]

Edit Area Code Rule 2JE3

This area code rule will only apply to calls made to the area code and prefic
combination you specify below.

Area code you are calling: Area code Prefix
| |
Area code: | 800 X-XXX-XXX-XXXX
Prefives

Specify the prefices to be used for this area code rule.
{*) Include all the prefices within thiz area code

(" Include gnly the prefies in the list below:
Erefizes toinclude;

Rules

When dialing phone numbers that contain the prefives above:
Dial: 1
Include the area code

| ok || cance |

Figure 15. New/Edit Area Code Rule window.



8. If you need to use a calling card to dial, click on the Calling Card tab (Figure 16) and
configure the calling card options you desire. The default option is None (i.e. do not use
a calling card for this connection).

Edit Location

General | Area Code Fules | Calling Card

Select the calling card vou will use, or click Mew to add a different card.

Card Types:

)Mone Py
O ATLT Direct Dial via 101047 T1

O ATET via 10104TTO

O ATLT wia 1-800-321-0288

O Biitish Telecom [UK)

O Callina Card via 0 v

Account number;

Perzonal ID Number [PIM]:
Aocess phone numbers for
Long distance calls:
International calls:

Local calls:

[ Ok H Cancel ]

Figure 16. Dialing Rules — Calling Card tab.



9. Click on the Apply button in Figure 14 above and then click on the OK button to return to
Figure 12 above and click on the Apply button and then click on the OK button to Figure
10 above and click on the Options tab. From the Options tab (Figure 17), configure as
shown and click on the Security tab.

% Parachute 800 Properties

Gerneral | Options | Security | Networking | &dvanced

Dialing options

[#] Dizplay progress while connecting

Erompt for name and password, certificate, et
[ Inciude 'windows lagon domain
Prompt far phone number

Redialing optionz

Redial attermnpts: 3 :
Time between redial attempts:; 1 minute "
Idle time before hanging up: NEwer A

[ ] Redial if ine iz dropped

[ OF. ][ Cancel ]

Figure 17. Parachute 800 — Options tab.



10. From the Security tab (Figure 18), configure as shown and click on the Networking tab.

. Parachute 800 Properties

Gerneral | Optionz | Secutity | Networking | &dvanced

Security options
(®)iTupical recommended settingz}

W alidate my identity az follows:

Allovs unzecured pazsword W

() Advanced [custom zettings)

|nteractive logon and scripting
[] Show terminal windaw

[ ] Bun script:

I OF. H Cancel ]

Figure 18. Parachute 800 — Security tab.



11. In the Networking tab window (Figure 19), check to make sure that Internet Protocol
(TCP/IP) and Client for Microsoft Networks is listed in the section labeled “This
connection uses the following items:”

Click on the Internet Protocol (TCP/IP) item and then click on the Properties button.

L Parachute 800 Properties

General | Optionz | Securty | Mebworking | &dvanced

Type of dial-up zerer | am calling:

PPF: Windows 35/98/M T 4/2000, Internet b

Thiz connection uzes the following items;

S Internet Protocol [TCPAP) -
B GaoS Packet Scheduler

| B File and Printer Sharing for Microzoft Networks

B Deterministic Metwork, Enhancer

Ej Client for Microzaft Mebworks v

[ Install... Froperties

Drescription

Tranzmizzion Control Protocolntermet Protocol. The default
wide area nebwaork, protocal that provides commurication
acrogz diverze interconnected netwarks.

[ OF. ][ Cancel ]

Figure 19. Parachute 800 — Networking tab.



12. From the Internet Protocol (TCP/IP) Properties window (Figure 20), configure as shown
and click on the Advanced button.

-

Internet Protocel (TCP/IP) Properties

General

Y'ou can get IP zettings azsigned automatically if pour netwaork:,
supports thiz capability. Othenwize, you need to azk your netwark,
admiriztrator for the appropriate [P settings.

(#idbtain an IP address automaticalle
() Uze the following IP address:

() Obtain DMS server address automatically

{®) Uze the following DNS server addreszes;
Preferred DWNS server: 128 0231 128 2591
Alternate DMS zerver: 128 . 231 B4 . 1

[ Ok ][ Cancel ]

Figure 20. Internet Protocol (TCP/IP) Properties window.



13. From the Advanced TCP/IP Settings’ General tab (Figure 21), configure as shown and
click on the DNS tab.

Advanced TCP/IP Settings

General | DHS | wWikS

Thiz checkbaow only applies when vou are connected ta a local
nebwork, and a dial-up network, simultaneously. \wWhen checked, data
that cannot be sent on the local network iz fonwarded to the dial-up
nietwork.

[w]ilze default gateway an remote netwark:

FPF link

[]Uze IP header compression

[ Ok ][ Cancel ]

Figure 21. Advanced TCP/IP Settings — General tab.



14. From the Advanced TCP/IP Settings’ DNS tab (Figure 22), configure as shown (if it isn’t
already correctly configured) and click on the WINS tab.

Advanced TCP/IP Settings

General | DNS | winNg

DMS zerver addresses, in arder of uge:

128.231.128.251
128,231 .64, —

Edit... H Remoyve ]

The following three zettingz are applied to all connections with TCPAP
enabled. For rezalution of unqualified names:

(%) Append primary and connection specific DMNS suffises
Append parent zuffises of the primary DMS zuffis
() Append these DMS suffizes (in arder]:

DMS zuffis for this connection;

[ ] Begister this connection's addreszes in DNS

[ Ok ][ Cancel ]

Figure 22. Advanced TCP/IP Settings — DNS tab.



15. From the WINS tab window (Figure 23), click on the Add button.

Advanced TCP/IP Settings

General | DNS | WINS

WINS addreszes, in order of Lge:

[f LMHOSTS lookup iz enabled, it applies to all connections for which
TCPAP iz enabled.

[+] Enable LMHOSTS lookup Import LMHOSTS...

MetBIOS zetting

%) Enable MetB0S5 aver TCPAP
) Digable MetB105 aver TCPAP

[ Ok ][ Cancel ]

Figure 23. Advanced TCP/IP Settings — WINS tab.

16. In the TCP/IP WINS Server window (Figure 24), enter the Primary WINS server address
listed in Table 1 below and click on the Add button. This will add the WINS server
address to Figure 23 above.

NIH / NIEHS DNS & WINS Servers

Primary DNS 128.231.128.251
Secondary DNS 128.231.64.1
NIH Central Primary WINS 156.40.70.20
NIH Central Secondary WINS 156.40.74.20

Table 1. DNS & WINS Server Addresses.

TCP/IP WINS Server

WIMS server:
156 . 40 . 70 . 20




Figure 24. TCP/IP WINS Server

entry field — Primary WINS Server.

17. Click on the Add button in Figure 23 above again. Now enter the Secondary WINS
Server in the TCP/IP WINS Server field from Table 1 above and click on the Add button.
This will add this WINS server address to Figure 23 above.

TCPAP WIHS Server

WINS server:

166 . 40 . 74 0 20

&dd

J

Cancel ]

Figure 25. TCP/IP WINS Server entry field — Secondary WINS Server.

18. The WINS tab should now look like Figure 26 below. Click on the OK button to return
to Figure 20 above (Internet Protocol (TCP/IP) Properties window) and click on the OK

button to return to Figure 19 (Parachute

800 — Networking tab).

Advanced TCP/IP Settings

General | DNS | WINS

WINS addreszes, in order of Lge:

156.40.70.20
156.40.74.20

Edit... ][ Remove ]

TCPAP is enabled,
Enable LMHOSTS lookup

MetBIOS zetting

{®) Enable MetBl05 aver TCPAP
() Digable MetB105 aver TCPAP

[f LMHOSTS lookup iz enabled, it applies to all connections for which

| Impot LMHOSTS... |

] ] [ Cancel

Figure 26. Completed WINS tab window.



19. From the Figure 19 (Parachute 800 — Networking tab) above, click on the Settings button
and configure the PPP Settings as shown in Figure 27 below. Click on the OK button to
return to Figure 19 and then click on the Advanced tab.

PPP Settings

[¢]:Enable LCF extensions

Enable saftware compression

[ ] Wegotiate multi-ink for single link connections

[ OF. ] [ Cancel

Figure 27. PPP Settings window.

20. From the Advanced tab, configure as shown in Figure 28 below and click on the OK
button to save all these changes and return to the Desktop. You have now successfully
configured this connection and are now ready to go to the next section to dial-up and
connect to Parachute.

% Parachute 800 Properties

General | Optionz | Security | Netwaorking | Advanced

|ntermet Connection Firewwall

|:| Protect my computer and nebwork by lrmibing or preventlng
iaccess bo this computer from the [nternet

Leart more about
Internet Connection Sharing

[ ] Allows ather network, users to connect thraugh this
computer's Internet connection

Harme netwarking connection:

Select a private network, connection w

Learn mare abot

[ OF. ][ Cancel ]

Figure 28. Parachute 800 —Advanced tab.



Logging into Parachute

1. Open the Parachute connection by either double-clicking on its desktop shortcut or by
selecting it from the Connect To menu (see Figure 9 above) to get the Connect window
(Figure 29) below.

Connect Parachute 800 W

Lzer narne:; |Enter wour Parachute uzer name here |

Pazzward: |um"."... |

[]5ave thiz uzer name and password for the following users:

e anly

Arwone who uzes thiz computer

Dial | 18008270124 v
Dialing from; |Hem|:|te H [ Dialing Rules ]
[ gial ] [ Cancel ] [ Froperties ] [ Help ]

Figure 29. Parachute Connect window.

2. Type in your Parachute Username in the User name field and your Parachute password in
the Password field and then click on the Dial button. Windows XP will then dial into the
Parachute service and you will see dialog boxes like the ones below in Figures 30, 31, 32

and 33.

Connecting Parachute G040 ..

E Disling 1 800 827-0124...

Cancel

Figure 30. Status message when dialing in — this is the Dialing message.



Connecting Parachute G040 ..

" _q Yerfying usermame and paszword...
-’
s

Figure 31. Status message when dialing in — this is the Verifying message.

Connecting Parachute G040 ..

" _q Reqgizterng wour computer on the netwark. .
-’
s

Figure 32. Status message when dialing in — this is the Registering message.

Connecting Parachute G040 ..

__.q Authenticated.
Clkes

Figure 33. Status message when dialing in — this is the Authenticated message.

3. Congratulations! You have successfully dialed into Parachute (as shown by the message
in the System Tray — Figure 34 below) and are now connected to the Internet and may
now use your Internet applications such as web browsers and email. If you did not get a
successful connection, refer to the following section entitled “Troubleshooting Your
Parachute Connection”.

i) Parachute 800 is now connected

Speed: 46.6 Kbps

Figure 34. System Tray message indicating a successful connection to Parachute.

Disconnecting from Parachute

The easiest way to do this is to right-click on the Parachute connection icon in the System Tray
(see Figure 35 below) and selecting the Disconnect command from the popup menu. After the
connection has been terminated, the little computer icon will disappear from the System Tray.



Disconneck
Status

Open Mebwork Connections

Figure 35. Selecting the Disconnect command from the Connection Status icon.

Logging onto a Windows Network

Windows XP provides you with the necessary clients, services and protocols to logon to your
Microsoft Windows NIH Domain through the NIH Network. You can use the My Network
Places on your home computer to access shared resources or map a drive to file share, such as
your network user directory (\\data\userid).

To use this service, you need to have an NIH IP address. This means that if you use another dial-
up ISP (Internet Service Provider) like AOL or RoadRunner, you will not be able to use this
service. Since Parachute gives you an NIH IP address, you can use this service. To use another
ISP see instructions at http://www.niehs.nih.gov/Isp/userguid/telecom/pc/pcvpnhub.htm.

NIEHS Owned Computers: (Windows XP Professional)

You will need to contact your Computer Support Person (CSP) to set up the NIEHS desktop or
laptop computer which you will be using from off site. The CSP will install and configure
Parachute, and join the PC to the NIH domain. When logging on from home, make sure the
phone cord is plugged into the PC’s modem, and follow the following directions:

1. Turn on and boot up your computer. At the login prompt (Figure 36), press the Ctrl, Alt,
and Delete keys at the same time.

Welcome to Windows

= Press Ctrl-alt-Delete to begin,

Requiting this key combination at startup helps keep your
compuker secure, For rare information, cick Help, i

Figure 36. Windows XP Professional Begin Logon Prompt.

2. From the Logon window (Figure 37), type in your NIH domain username, password and
select “NIH” as your domain in the “Log on to” drop down menu. Click on the “Log on
using dial-up connection” option to turn it on (check mark it). Click on the OK button.



NOTE: If you do not enable “Log on using dial-up connection”, then you can still login
to the desktop (provided you have successfully logged into your IC’s domain from this
computer at least once) and connect to Parachute at a later time to get to NIEHS’s file

SETVers. _
JU Xp

User name: usernamne here|
Password: (TYYYTT T
Log on ko: MNIH w

Log an using dial-up conneckion

[ Ok ] [ Cancel ] [ihut Du:uwn...] [thiu:uns £ ]

Figure 37. Windows XP Professional Login Prompt — Expanded

3. From the Network Connections window (Figure 38), select the Parachute configuration
from the menu and click on the Connect button.

B Network Connections E

Chooze a nebwark, connectian:

Parachute 800

[ Connect. . l [ Cancel ]

Figure 38. Network Connections window — Choose connection
4. Connect to Parachute (see the Logging into Parachute instructions above).

5. You may see a “Login Script” window appear. If so, do not close it as this window as
there are processes that are being ran that are needed for you to get to your IC resources.
The Login Script window will close automatically when it has completed its tasks.

6. Congratulations! You are now logged into NIH’s domain and you should now have
access to any file shares or servers for which you have permission. You can verify this
by clicking on the Start button, then click on My Computer, then click on My Network
Places, then click on the Entire Network link and finally double-click on the Microsoft
Windows Network link to see a list of domains or computers (Figure 39).

NOTE: If you receive any error messages, refer to the Windows Login section in the
Troubleshooting section below.
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Figure 39. Contents of the NIH / NIEHS Microsoft Windows Network.

Personally Owned Computers: (Windows XP Home or Professional)

1. Turn on and boot up your computer. Log into Parachute using the Parachute 800

connection.

2. After successfully logging into Parachute, click on the Start button and right-click on the
My Network Places icon to get a popup menu (Figure 40) and click on the Map Network

Drive command.
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Figure 40. Start Menu — My Network Places popup menu.

3. From the Map Network Drive window (Figure 41):

Map Metwork Drive @

Windows can help you connect ko a shared netwark folder
and assign a drive letker to the connection so that vou can

.\# access the Folder using My Computer,
Em—

mer | Specify the drive letter for the connection and the Folder
that wou want ko connect to:

Dirirve: H: A

Folder: | Viservernameifoldername s

Example: Yiserverishare
[ |reconnect at logon

Conneck using a different user name,

Sign up For anline storage or conneck fo &
network server,

[ Finish l [ Cancel

Figure 41. Map Network Drive window.

Using your Worksheet from above, select your drive letter from the Drive menu, type in
the server\folder path in the Path field (i.e. \\myservername\sharedfoldername ). To keep




from having to do this every time you dial-in to Parachute, place a check mark next to the
option labeled “Reconnect at logon”. Click on the “Connect using a different logon”
link.

4. From the Connect To window (Figure 42a — joined to a domain or 42b — using a
Workgroup), use your Worksheet above and type in your IC domain, username and
password. Make sure you include the backslash character “\”” between the domain and
your username. Click on the OK button.

Connect to Server HName

=

1.'-“ \:“

Connecting o servernarme

User name: €7 NIHusername b

Password: TTITITL

[ ] remember my passwaord

[ 0] 4 H Cancel ]

Figure 42a. Domain Login Credentials Prompt — Domain-Joined Computers

Connect As...

By default, vou will connect to the network, Folder as
Computernamelusername . To connect as anokher
user, enter their user name and passward below,

Password; TIIIII L

[ Ok ][ Cancel ]

Figure 42b. Domain Login Credentials Prompt — Workgroup Computers

5. Congratulations! You are now connected to that server and that shared folder. You may
see a window open up which will list the contents of this shared network folder.

Repeat this process until all of your drives are mapped.

You can now access these drives as you normally would from your office computer.



Troubleshooting Your Parachute Connection
If you receive the error message in Figure 43 below, then there are several possible causes:

1. You typed in your Parachute Username incorrectly. Re-enter the username and try to
connect again.

2. You typed in your Parachute Password incorrectly. Re-enter the password and try to
connect again.

3. Your Connection window has a field called Domain (see Figure 44 below) in which there
was a value in the field. Clear the field and try to connect again.

Error Connecting to Parachute BOO

'E Yerifying usemame and password...

Ermor 631 Access was demied because the uzemame anddor
password was nvahd on the domain.

| Redial = 50 || cencel || Moelnfo |

Figure 43. 691 Connection Error Message.
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[ Dial l [ Canicel ] [ Froperties ] [ Help ]

Figure 44. Parachute Connect window with a Domain field entry that should be removed.



If you receive the error message in Figure 45 below, this indicates a problem with the modem.
Check the following items:

1.
2.

Make sure the modem is turned on (external modems only).

Make sure the modem cable is securely connected to the computer (external modems
only).

Make sure the telephone cable is securely connected to the “Line” port on the modem.
Most modems (internal or external) will have two ports:

e The Line Port — which will usually have a little picture of a wall plate with a wire
coming out of it or the word LINE next to it. This port is where you connect the
telephone line into.

e The Phone Port — which will usually have a little picture of a telephone set or the word
PHONE next to it. This port is where you would connect a wire to a telephone set — just
in case you want to make a voice call.

You may have a bad telephone line in that part of your house. You can contact your local
telephone company and ask them to check the line(s) in your house (they will usually
charge for this service though).

Error Connecting to Parachute BOO

'*_-, Cpening port...
L4

Error B32: There waz a hardware failure in the madem [or ather
connecting device].
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Figure 45. 692 Connection Error Message.



